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TruKraft is the brand people trust
for placing the finishing touch on a

remodel or residential development.

The Ieadinq hOme finiShing TruKraft products will provide any home
material brand.

with a beautifully unique appearance that
will not only increase appeal but also
resale value.

TruKraft offers an assortment
of the highest quality in

* Flooring
* Doors

e Molding

e Cabinetry

Available to you at factory direct prices.




N Bamboo Flooring, Trims & Accesories

Compliment your
TruKraft bamboo

Reducer

flooring with our
selection of trims
and accessories.

Wall Base

All trims and moldings are

available in matching tones
and grains

T-Moulding

Bamboo . _ '

IS the f|00l'lnq Horizontal Carbonized Horizontal Natural

product of the

Threshold

21st century

combining beauty,
qguality, durability,
and environmental

friendliness. Vertical Carbonized Vertical Natural may occur within each plank and from plank

to plank.
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While stronger than most other hardwood species, bamboo also

shines as an environmentally renewable resource regrowing in
only 6 years. Its strength and natural beauty make bamboo a ===
popular choice for high-end homes creating a unique look and a l H “l Air Vent
luxurious warm feel.
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Whether you are a

builder, designer, or do-it-yourselfer

TruKraft will provide you with the finish, quality and
value you expect. Nothing will leave our factories without
our quality assurance team’s seal of approval.

General Information

Dimensions: 3-5/8"W x 36”L x 5/8”H
Box size: 29 square feet per box

Technical Data

¢ Moisture Content: 8% plus or minus 2%

¢ Finish: Solvent-free Aluminum-Oxide UV Acrylic Top Coat and Sealer.
¢ Dimension Stability: 1-1.5% Radial Expansion

¢ Formaldehyde: Less than 1.5 mg

¢ Fire Rating: Class 1

¢ Hardness: Janka Ball 1600 Ibs on VG Moso; 1275 on HG Moso

TruKraft Bamboo Facts

¢ TruKraft bamboo is 25% harder than oak; 12% harder than maple;
2-1/2 times more stable than maple

¢ 5-coat aluminum oxide factory finish with 2 topcoats of
scratch-resistant polyurethane

e Coating materials are water-based and solvent-free
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Installation

TruKraft prefinished bamboo flooring can be nailed, glued or installed
as a floating floor. Float or glue over concrete, tiles or particle board
using proper prepartion and vapor barrier. Nail, glue or float upon
plywood or solid wood sub-floor. Suitable for residential or commercial
applications.

Always consult detailed installation instructions or use a certified
installation specialist to ensure quality.



